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ABSTRACT: We report a simple and eﬀective electrochemical method to
remove Fe impurities from commercial KOH electrolyte. We therefore utilize a
MoS2 catalyst deposited on porous Ni foam as both the anode and cathode in a
two-electrode electrolysis setup. After 12 h of constant galvanostatic electrolysis
at 100 mA, the Fe impurities from the KOH electrolyte were successfully
removed, as conﬁrmed by means of inductively coupled plasma optical emission
spectroscopy analysis. In the puriﬁed KOH, a Ni−Co3O4 composite oxide
catalyst showed no Fe-induced activation. In contrast, we directly observed the
uptake of Fe on the Ni−Co3O4 catalyst from the nontreated electrolyte during
catalyst operation using a coupled spectroelectrochemical setup. Interestingly, we
further identiﬁed an inﬂuence on the dissolution behavior of Ni and Co in the
presence of Fe impurities. Whereas hitherto mainly the activation eﬀect of Fe
impurities has been discussed, we hereby show that they additionally suppress
corrosion under reaction conditions. Using our fast and low-cost method for the
puriﬁcation of large amounts of electrolyte, catalyst materials can be widely studied without these additional eﬀects induced by
Fe impurities in commercial KOH.
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The fraction of renewable energy has increased over theyears to decrease the dependence on fossil-fuel-based
energy resources like oil, coal, and so on. To store electrical
energy from these more ﬂuctuating sources, chemical energy
conversion, for example, by water electrolysis, has been
extensively investigated. New and eﬃcient oxide catalyst
materials based on Ir and Ru have been investigated under
acidic and alkaline conditions.1−6 However, the cost of such
materials prohibits their use as catalysts for the oxygen
evolution reaction (OER). Thus novel and cheap materials are
necessary to replace the expensive and rare precious-metal-
based catalysts. It is preferable that such materials should be
based on abundant ﬁrst-row transition metals like Fe, Ni, and
Co.7−14 Many studies have been focused on investigating Ni-
based materials due to their excellent catalytic properties for
the OER and on unraveling the mechanism behind the often-
observed activity enhancement of Ni-based catalysts.8,11,15−19
It is well established that Ni(OH)2/NiOOH has a beneﬁcial
three-dimensionally porous brucite structure that facilitates
easy ion transport and charge conductivity, which is ideal for
water oxidation in alkaline. It has been proposed that the
development of NiOOH species on the catalyst surface is
responsible for the increased OER activity.8,14−16 However,
doping Ni-based catalysts with metals like Co, Mn, and Fe has
shown enhanced catalytic activity due to changes in the
electronic structure of the catalyst surface, with the Ni−Fe
catalysts being the most active in the alkaline environment. It
has also been pointed out that Fe impurities in the KOH
electrolyte, which were formed during industrial production,
might be a reason for the activation of Ni-based catalysts if
they are incorporated into the catalyst structure.14−16,20 The
inﬂuence of Fe impurities, inherited in commercial KOH
solution, on the activity and stability of Ni-based catalysts has
drawn considerable attention. These previous studies have
shown that Fe impurities, even on the order of ppm, can
signiﬁcantly alter the activity and stability of Ni-based catalysts,
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especially for thin ﬁlms. Considering the low Ni loading in the
investigated ﬁlms (i.e., 100 μg cm−2), even Fe impurities in
these low concentrations are expected to have a signiﬁcant
impact on the catalyst activity if they are incorporated into the
Ni matrix. Also, to understand the role of Fe impurities in Ni-
based catalysts, control measurements in an Fe-free KOH
solution are critical. A well-established method by Trotochaud
et al.14 has been extensively used for the puriﬁcation of KOH
solution from unwanted Fe impurities. However, this method
is complicated and costly considering the fact that it requires
high-purity chemicals, that is, Ni(NO3)2·6H2O, and only small
batches of electrolyte can be puriﬁed. On the contrary, here we
present a method that can purify large batches of electrolyte,
that is, 1 L or more, in a few hours.
In this work, we report an easy, cheap, and scalable
electrochemical method for KOH electrolyte puriﬁcation from
unwanted Fe impurities with a MoS2 catalyst deposited on a Ni
foam forming NiS3/MoS2 heterostructures, from now on called
Ni−MoS2.21 The above catalyst serves as both an excellent
hydrogen evolution reaction (HER) and OER catalyst.
Considering the fact that Ni-based catalysts become activated
during water electrolysis due to Fe incorporation, we used Ni−
MoS2 as an active electrocatalyst with a high surface area to
remove eﬀectively all Fe impurities from the electrolyte. The
advantage of this method is its applicability to large electrolyte
volumes and the avoidance of additional chemical reagents.
The puriﬁcation of 1 M KOH (in ultrapure water) was
achieved in a two-electrode setup with the Ni−MoS2 catalyst
as both working electrode (WE) and counter electrode (CE)
to actively remove Fe from the solution. Electrolysis at a
constant current of 100 mA was conducted for 12 h while the
solution was continuously circulated with a magnetic stirrer.
Liquid samples were regularly extracted and analyzed by
inductively coupled plasma optical emission spectroscopy
(ICP-OES) to follow the Fe content in the electrolyte (Figure
1) and to exclude the possible addition of other contaminants
in the solution from the Ni foam electrodes, like Ni and Mo.
As a comparison, the same puriﬁcation methodology was used
with three additional Ni-foam-based electrodes. Two Ni foams
with diﬀerent porosities (95 and 65%) used directly as the
electrodes for the KOH puriﬁcation were unsuccessful in
removing Fe from the electrolyte, even after 25 h of constant
electrolysis. In the case of the 65% porosity Ni foam, the same
Ni−Co3O4 material, also investigated as an OER catalyst in
this work, as described later, was deposited on the foam.
Although this combined Ni foam/catalyst electrode was
successful to a certain extent in removing almost half of the
Fe content from the electrolyte, the stability issues of this
electrode make it unsuitable for prolonged KOH puriﬁcation.
On the contrary, with the MoS2 catalyst on the high-porosity
(95%) Ni foam after 12 h of electrochemical puriﬁcation, the
initial amount of ∼40 μg L−1 of Fe was completely removed
from the electrolyte up to the detection limit of ICP-OES. No
detectable amount of Fe or other metals was present in the
electrolyte, and ∼1 L of KOH solution was eﬀectively puriﬁed.
Conveniently, in principle, this procedure can be straightfor-
wardly scaled up by changing the size of the nickel foam and
the electrolyte container.
To prove the presence of Fe on the catalyst, a Ni−MoS2
foam used for ﬁve puriﬁcations of each 1 L of KOH solution
was dissolved in aqua regia, followed by dilution in water at a
ratio of 1/50. The amount of Fe on the Ni foam was measured
with ICP-OES and was found to be ∼200 μg, which is the
expected amount of Fe removed from 5 L of KOH electrolyte.
The same procedure was conducted on the two pure Ni foams
where no Fe removal was evident, and, as expected, no Fe
could be detected.
Our results indicate the necessity of an additional active
phase on a Ni foam to eﬀectively remove Fe species from the
electrolyte. However, in previous works, pure Ni foam was
used to remove Fe impurities from a KOH electrolyte
containing up to 1 ppm of Fe within 5 days of treatment.22
The higher concentration of Fe and the long experimental
time, which eventually leads to an activation of Ni by forming
active surface species, might be the reason for the diﬀerences in
the results. Nevertheless, we do not exclude that minor
amounts of Fe can be removed by pure Ni foams even after a
24 h puriﬁcation test, but those must be close to or below the
detection limit of the ICP-OES. Therefore, if Fe removal
indeed occurs on pure Ni, then it must be very slow under the
given conditions. As a consequence, the formed Ni−MoS2
phase can be identiﬁed as the active site for Fe removal. This is
supported by the fact that NiS3 materials show excellent HER
and OER catalytic activity, with further catalytic gains when Fe
is incorporated in the catalyst,23−26 which is possibly also the
case for Ni−MoS2.
To elucidate this hypothesis, scanning electron microscopy
(SEM) in combination with electron-dispersive X-ray spec-
troscopy (EDX) elemental mapping is shown in Figure 2.
Sulfur is located preferentially in the vicinity of molybde-
nium, supporting the presence of Ni−MoSx species. Figure 2d
furthermore shows a strong intensity of Fe signal close to Mo
and S, indicating that Fe seems to preferentially deposit on
these sites, although some signal can also be detected on the
overall Ni foam. This observation supports the role of the Ni−
MoS2 species as active centers for the Fe removal from the
electrolyte.
To test our puriﬁcation method, we utilized the parallel
analysis of catalyst corrosion and activity evaluation during an
electrochemical benchmarking protocol on a Ni−Co3O4
composite catalyst. Our protocol is designed to test materials
for their potential as eﬃcient OER catalysts.27
The nanostructured nickel cobalt oxide catalyst used in this
work has been prepared through a nanocasting approach using
spent tea leaves as a sustainable template. (See Figure S1 for
the catalyst characterization and description.)11 A nickel to
Figure 1. Fe content determination by means of ICP-OES on the 1 M
KOH electrolyte at diﬀerent intervals of the electrolysis puriﬁcation
procedure.
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cobalt ratio of 1:4 was chosen, which has been reported to be
the optimized composition for OER. Following a procedure
detailed elsewhere,28,29 conditioning of the Ni−Co3O4
composite was performed by applying 100 potential cycles
between 0.7 and 1.6 VRHE at a scan rate of 50 mV s
−1. Catalyst
conditioning was followed by linear sweep voltammetry (LSV)
to determine the activity of the catalyst, deﬁned in this work as
the maximum current density at 1.7 VRHE after LSV between
1.2 and 1.7 VRHE at a scan rate of 5 mV s
−1.
By combining electrochemical ﬂow cell (EFC) measure-
ments with online ICP-OES corrosion investigations, we were
able to perform quantitative transient analysis of the catalyst
corrosion products, like dissolved metal species of Co and Ni,
and additionally for the ﬁrst time, to the best of our knowledge,
follow the Fe concentration of the KOH electrolyte during
electrochemical testing. Thereby we can in situ investigate the
Fe incorporation on the Ni−Co3O4 composite catalyst during
a typical catalyst stress test. The Ni−Co3O4 catalyst corrosion
behavior and Fe concentration in the electrolyte were
investigated during a 2 h chronopotentiometric (CP) stress
test at 10 mA cm−2.
Figure 3 compares the stability, corrosion behavior, and Fe
concentration changes in both Fe-contaminated and Fe-free
KOH. Whereas with Fe in the electrolyte the potential initially
drops, indicating catalyst activation, and thereafter remains
stable over 2 h, it is initially higher in Fe-free KOH and
continuously increases (Figure 3a). This already indicates a
deactivation of the catalyst in the absence of Fe impurities,
which is also reﬂected in the dissolution behavior (as explained
later).
To prove the eﬀect of Fe on the catalyst properties, the
concentration of Fe in the electrolyte was monitored
simultaneously along with the corrosion of Ni and Co during
the 2 h stress test. The concentration of Fe found in the KOH
electrolyte prior to the start of the stress test was 40 μg L−1.
With the start of the experiment, namely, applying a potential
at t = 5 min (see the Experimental Section for details), an
almost immediate drop of the Fe content of the KOH solution
was observed (Figure 3b). The loss of Fe from the electrolyte
suggests that a certain amount of Fe is incorporated on or into
the catalyst surface. In contrast and as expected, in Fe-free
KOH electrolyte, no Fe was detected in the solution (Figure
3c).
Interestingly, the dissolution of the Ni−Co3O4 sample in Fe-
free electrolyte is also signiﬁcantly aﬀected. In the ICP-OES
proﬁles, corrosion can be seen as signal spikes. Those spikes at
diﬀerent intervals of the ICP-OES proﬁle signify material
removal, which could, for example, be due to the accumulation
of oxygen gas on the catalyst surface, accelerating material
corrosion or catalyst detachment.
However, this gas accumulation must be small because the
potential proﬁles of the catalyst in both electrolytes are smooth
with no signiﬁcant potential spikes (Figure 3a), which would
otherwise indicate bubble formation on the catalyst surface. In
the Fe-containing electrolyte, some small signals are visible for
Co, indicating minimal Co corrosion, whereas Ni corrosion
could not be detected (Figure 3b). However, in Fe-free KOH,
Figure 2. SEM/EDX-derived elemental mapping of a used Ni-MoS2
catalyst with (a) Ni, (b) Mo, (c) S, and (d) Fe.
Figure 3. (a) Chronopotentiometry stress test proﬁles of the Ni−
Co3O4 catalyst with and without Fe in solution at 10 mA cm
−2 for 2 h.
ICP-OES transient analysis of the corrosion products of the Ni−
Co3O4 catalyst in (b) 1 M KOH Fe-contaminated and (c) Fe-free
KOH solution. The Fe content of the KOH solution was monitored.
ACS Catalysis Research Article
DOI: 10.1021/acscatal.9b01940
ACS Catal. 2019, 9, 8165−8170
8167
signiﬁcantly more intense spikes in the Co signal occur, and
even Ni initially dissolves (Figure 3c). This shows that the
incorporation of Fe on or into the Ni−Co3O4 catalyst not only
changes the intrinsic activity but also critically inﬂuences the
corrosion of Ni and Co from the catalyst. Even though in both
electrolytes catalyst corrosion can be observed, in the case of
Fe-free KOH, corrosion is signiﬁcantly enhanced. This
diﬀerence in corrosion rates probably aﬀects the deactivation
of the catalyst and explains the potential increase in Fe-free
KOH.
As a comparison, the same experiment was conducted in 1
M KOH puriﬁed by the previously reported chemical
method.14 The Ni−Co3O4 catalyst showed exactly the same
behavior regarding the activity, stability, and corrosion. (See
Figures S2 and S3.) This conﬁrms the good quality of the Fe-
puriﬁed KOH produced by our simpliﬁed electrochemical
method.
Besides the eﬀect on the corrosion behavior during an
electrochemical stress test, also the impact of the Fe impurities
on the activity of the Ni−Co3O4 composite OER catalyst were
investigated. Figure 4 shows the LSV curves of the Ni−Co3O4
composite before and after the 100 CV cycles of conditioning
as well as after the 2 h stress test in both standard and Fe-free
KOH. As expected, both curves of initial activity, before the
100 CV cycles, are only marginally diﬀerent, which is expected
due to the lack of any Fe incorporation on the Ni−Co3O4
catalyst. After the electrochemical treatment, the curves
strongly deviate. In Fe-contaminated KOH, the catalyst is
signiﬁcantly activated after conditioning and even further
activated after the 2 h CP stress test. In total, an almost two-
fold activity increase can be observed, with a maximum current
density increasing from 104 mA cm−2 at 1.7 VRHE before the
100 CV cycles activation to 178 mA cm−2 after the
chronopotentiometry stress test. In contrast, an overall activity
drop is observed in the Fe-free KOH solution after both the
conditioning and the 2 h stress test.
Comparing the activity at 1.7 VRHE of the Ni−Co3O4 catalyst
after the 100 CV cycles conditioning between the Fe-
contaminated and Fe-free KOH solutions, there is almost a
20% diﬀerence. This activity diﬀerence can be explained by
some Fe incorporation already taking place during the
conditioning step. After the 2 h stress test, this diﬀerence is
further increased, indicating the severe inﬂuence of the Fe
impurities on the catalytic activity of the Ni−Co3O4 catalyst
during prolonged electrolysis.
Finally, to conﬁrm the incorporation of Fe on the Ni−
Co3O4 catalyst, the remaining catalyst was removed from the
surface of the gold support after the 2 h stress test and was
dissolved in concentrated HCl. After dilution, the acid solution
was inserted into the ICP-OES for analysis. Because only part
of the catalyst can be removed by this method, the amount of
Fe detected on the remaining catalyst does not correspond to
the total amount of Fe incorporated on the total 20 μg of
catalyst initially deposited onto the support. To normalize the
amount of Fe on the catalyst surface, the total detected amount
of metals was scaled to ﬁt the amounts of Ni and Co in 20 μg
of pristine catalyst.
With this approach, the normalized Fe amount adsorbed
into the catalyst was calculated to be ∼0.5 μg. As a
comparison, the incorporated Fe was calculated from the
decrease in Fe concentration in the KOH solution during the 2
h stress test (Figure 3b), which was 0.52 μg. The similarity of
the two methods conﬁrms that the drop in concentration
during the 2 h stress test can be assigned to an incorporation of
Fe on the Ni−Co3O4 catalyst.
Considering the pristine atomic ratio of 4:1 for Co/Ni,
calculated by ICP-OES measurements of a catalyst sample and
the amount of incorporated Fe to be 0.52 μg, this corresponds
to one Fe atom on every ten Ni atoms, which is reasonable
considering the low amount of Fe contained in the electrolyte
and, as a result, the even smaller amount incorporated.
To further prove the removal of Fe from KOH solution with
our method, a second sample consisting of a mixture of NiO
and CoO was tested.
The electrochemical and ICP-OES measurements showed
similar behavior to that of the Ni−Co3O4 sample, that is, stable
performance in Fe-containing KOH and deactivation in Fe-free
KOH. For this second sample, additional soft X-ray absorption
spectroscopy at the Fe L3 edge in total electron yield mode was
performed. For it, the catalyst was measured in its pristine form
and after electrochemical measurements in Fe-containing and
Fe-free KOH solution, respectively. Although these measure-
ments do not allow the quantiﬁcation of the incorporated Fe
on the catalyst, they are very surface-sensitive and therefore
ideal to detect even small amounts of Fe on the surface of the
catalyst. Indeed, a clear Fe absorption feature reveals the
presence of Fe for the sample that was treated in the Fe-
containing KOH solution (Figure S4). Importantly, no Fe was
detected in the pristine form of the catalyst and after
electrochemical treatment in Fe-free KOH solution, further
corroborating the quality of puriﬁcation by our approach.
In this work, we have demonstrated a simple electrochemical
puriﬁcation technique with the use of a Ni−MoS2 catalyst
deposited on a Ni foam, thus making Fe-free KOH easily
available for widespread applications. Whereas a pure Ni foam
was ineﬀective for Fe removal, Ni−MoS2 proved to be the
active species that eﬃciently captures Fe from the electrolyte.
In situ ICP-OES analysis could, for the ﬁrst time, monitor the
uptake of Fe from the solution during the electrochemical
testing of a Ni−Co3O4 OER catalyst. Additionally, a
signiﬁcantly higher Ni and Co corrosion was detected in Fe-
free KOH compared with the Fe-contaminated KOH,
signifying the eﬀect of Fe not only on activating the catalyst
but also on preventing its degradation. This proves the high
impact of even minimal impurities, as in this case of Fe, on the
proper analysis of electrocatalysts for energy conversion and
Figure 4. Activity comparison of the Ni−Co3O4 catalyst between 1.2
and 1.7 VRHE at the 5 mV s
−1 scan rate in Fe-contaminated (black)
and Fe-pure (red) 1 M KOH.
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the necessity to review former and future publications with
regard to the possible activation and stabilization of Ni-based
catalysts during OER by Fe incorporation.
■ EXPERIMENTAL SECTION
The electrolyte puriﬁcation was performed electrochemically in
a two-electrode setup with a NiS3−MoS2 catalyst deposited on
Ni foam electrodes of 3 × 1 cm2 geometric surface area with a
high porosity of 95% (Goodfellow). The molar content of the
MoS2 catalyst on the Ni foam was 8%.
21 During the
electrolysis, a constant current of 100 mA was applied in a 1
L standard polystyrene bottle. For a period of 12 h, samples
were collected and analyzed with ICP-OES to detect the
residual Fe content. The voltage supplied by the potentiostat
was ∼1.9 V, with a constant decrease over the 12 h of
electrochemical puriﬁcation, indicating an activation of the Ni
foam catalyst and signaling the Fe removal from the KOH
electrolyte and the incorporation on the Ni foam electrode.
Finally, the electrolyte was ﬁltered and stored for further use,
whereas the Ni foam electrodes were thoroughly washed with
deionized water and dried under a stream of argon for several
minutes. We found that they can be reused several times for
puriﬁcation.
All electrochemical measurements on the Ni−Co3O4 catalyst
were performed in 1 M KOH (Fluka Honeywell) with internal
resistance (IR) correction. A coil-shaped platinized platinum
wire (PT-5W, 125 μm diameter, 99.99%, Science Products),
placed along the ﬂow channel following the electrolyte ﬂow,
was used as the CE, whereas the reference electrode (RE)
(Hg/HgO, CH Instruments, CHI152, reference potential
+0.098 V vs NHE) was inserted perpendicular to the
electrolyte outlet channel. All potentials are expressed versus
the reversible hydrogen electrode (RHE) potential scale. To
exclude Pt corrosion and redeposition on the WE during the
electrochemical testing, which could aﬀect data evaluation, the
same experiment was performed with a glassy carbon CE
(Figure S5), giving similar results. The potentiostat used for
the electrochemical measurements was a Bio-Logic SP-150
apparatus, and the embedded EC-Lab software was used to
electrochemically monitor the catalysts. Catalysts were
dropcasted on gold support measuring a surface area of
0.196 cm2, previously polished with ﬁne 0.05 and 1.0 μm
alumina powder and ultrasonicated for 15 min in Milli-Q
water. Catalyst inks were prepared by mixing 49% H2O, 49%
ethanol, and 2% Naﬁon solution (5 wt %) and exposed to
ultrasonication for 30 min. Subsequently, a certain amount of
catalyst ink was dropcasted on the glassy carbon WE to achieve
a loading of 100 μg cm−2. The catalyst ink was dried on the
gold support under an argon stream for 30 min; ﬁnally, the WE
sample holder was inserted into the ﬂow cell.
The resulting electrolyte stream was continuously fed into
the ICP-OES (Spectroblue EOP, Ametek) by means of a
peristaltic pump at a ﬂow rate of 0.86 mL min−1 through a
quartz nebulizer operating at a nebulizer gas ﬂow rate of 0.85 L
min−1 (Ar, purity 99,999%). All stability tests in this work were
performed in CP mode by applying constant 10 mA cm−2
current density and all current density values were geometric
surface area normalized.
For all electrochemical characterization, a ﬂow rate of 0.86
mL min−1 was used, which provides a good balance between
the oxygen gas removal from the catalyst surface and the
suﬃcient detection of the catalyst corrosion products in the
ICP-OES. Lower ﬂow rates prohibit reproducible experimental
conditions due to excessive oxygen bubble formation at high
current densities. Transient signals of Ni, Co, and Fe were
continuously recorded with an integration interval of 100 ms
and two sweeps per reading, and detection limits were 0.12
ppb for Ni and Co and 0.08 ppb for Fe according to the
manufacturer. For background correction on the ICP-OES
data, a 5 min time window before and after the 2 h CP analysis,
without any current passing through the cell, was used to
certify that no signal drift was observed.
Before the measurement, manual calibration was performed
using seven standard solutions (50, 10, 1, 0.5, 0.1, 0.05, and 0
ppm metal, prepared from Merck CertiPUR). The plasma
power was set to 1400 W with a plasma gas ﬂow rate of 15 L
min−1.
For the synthesis of tea-leaf-templated Ni−Co3O4, the tea
leaves from ceylon pure tea (Goran Mevlana) were utilized as a
hard template after a washing treatment with hot water until
the washing water became colorless. After drying at 80 °C
under air, 30 g of tea leaves was added to an aqueous solution
(300 mL) containing 12 g of Co(NO3)2·6H2O and 3 g of
Ni(NO3)2·6H2O. The stirring was conducted at room
temperature for 2 h. After drying at 70 °C overnight, the
obtained mixture was calcined in air at 550 °C for 4 h with a
ramping rate of 2 °C min−1. Finally, the product was obtained
after being washed with 0.1 M HCl solution and cleaned with
deionized water. NiO/CoO was purchased from Sigma-
Aldrich.
The chemical Fe puriﬁcation of KOH solution (as
reference) was performed according to the procedure reported
by Boettcher’s group.14 In brief, 2 g of 99.999% Ni(NO3)2·
6H2O was dissolved in 4 mL of 18.2 MΩ·cm H2O in an acid-
cleaned polypropylene centrifuge tube, followed by the
addition of 20 mL of 1 M KOH into the tube to precipitate
high-purity Ni(OH)2. Afterward, the mixture was shaken for
30 min and the supernatant was decanted after centrifugation.
The green solid was then washed with 18.2 MΩ·cm H2O and 1
M KOH by redispersing the solid, centrifuging, and decanting
the supernatant. 40 mL of 1 M KOH solution was added to the
tube for puriﬁcation. In brief, the solid was dispersed in KOH
solution by shaking for 30 min to purify the Fe from the KOH
solution, followed by 3 h of rest. The puriﬁed KOH solution
was decanted after centrifugation and transferred to an acid
polypropylene bottle.
X-ray absorption spectroscopy was carried out at the U49-2
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Material characterization by means of SEM, XRD, and
BET; supplementary catalyst activity and corrosion
behavior in Fe-free electrolyte puriﬁed by a diﬀerent
methodology; XAS spectra; and electrochemical charac-
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Templating of Cobalt-Based Mixed Oxide Nanocrystals for Water
Oxidation. ACS Appl. Mater. Interfaces 2016, 8, 32488−32495.
(12) Fan, X.; Peng, Z.; Ye, R.; Zhou, H.; Guo, X. M3C (M: Fe, Co,
Ni) Nanocrystals Encased in Graphene Nanoribbons: An Active and
Stable Bifunctional Electrocatalyst for Oxygen Reduction and
Hydrogen Evolution Reactions. ACS Nano 2015, 9, 7407−7418.
(13) Grewe, T.; Deng, X.; Weidenthaler, C.; Schüth, F.; Tüysüz, H.
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